^ EDi-r 

B ATT E R Y- FREE 

PRC PAT. NO. 02259271.7 LED F"l_ AS H L I G H T 

Key Features 

WITHOUT BATTERIES, BULBS, AND MAINTENANCE COSTS 
BURDENED TO YOU, EDI-T WILL QUICKLY PAY FOR ITSELF ! 

IT'S NOT ONLY CATERED FOR HOME, OFFICE, GARAGE, AND 
OUTDOOR FIELD USES, BUT ALSO FOR INDUSTRIAL, MILITARY 
AND SCIENTIFIC APPLICATIONS. 

THE MOST EFFICIENT PORTABLE- LIGHT GLOBALLY; ABSOLUTELY 
BATTERY-FREE; HYPER ENERGY-CONVERSION; HEAVY-DUTY 
ENERGY STORAGE; HIGH-BRIGHTNESS SOLID-STATE LED; 
OPTIC-BEAM SYSTEM; LUMINESCENT REED-SWITCH; HIGH 
IMPACT STRENGTH; UV-RESISTANT HOUSING; RELIABILITY AND 
ROBUSTNESS; ECO-FRIENDLY; SUBMERSIBLE; CORROSION AND 
SHOCK PROOF; 12-30 MINUTES LIGHT BY 20 SECONDS SHAKE; 
6-10 YEARS LIFESPAN. 

LIGHT IS THERE, WHEREVER AND WHENEVER YOU NEED IT 
MOST ! 


How to Shake Charge 
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ROTATION POINT OR 

You r Elbow 


Turn off EDI-T s and hold it parallel to the ground, 
then vigorously shake it to make sure its charging 
magnet passes through the inner barrel from one 
end to another. an effective shaking frequency can 
be 3 times or more per second. it will take 60-90 shakes 
(around 20 seconds) for continuously useable 
illumination of about 12-30 minutes. the first charge 
may take longer time (say 120 seconds). you can 
recharge it over and over without destroyi ng it at 

ALL. 


UNDERLYING MECHANISM 

IN THE EARLY 1830S, MICHAEL FARADAY AND JOSEPH 
HENRY INDEPENDENTLY DISCOVERED THE RELATIONSHIP 
BETWEEN CHANGING MAGNETIC FIELD AND INDUCED 
ELECTROMAGNETIC FORCE IN ELECTRICAL CIRCUITS. EDI-T® 
CONTEMPORARILY REALISES AN EFFICIENT AND RELIABLE 
PORTABLE LIGHT SOURCE BY IMPLEMENTING THIS CLASSIC 
SCIENCE PRINCIPLE AND INTEGRATING THE LATEST HIGH-TECH 
COMPONENTS, MATERIALS AND OPTIMISED DESIGN. IT IS TO 
REPLACE THE CONVENTIONAL BATTERY-POWERED 
EMERGENCY LIGHTS OR FLASHLIGHTS. 
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Specifications 


Light Output: Equivalent to 5AA- battery- light at 

SWITCHING-ON 
DIMENSIONS: 20CM (LENGTH) BY 3.95CM (DIAMETER) 
WEIGHT: 280 GRAMS / 9.9 OUNCES 

SUBMERSION: OPERATIONAL TO A WATER DEPTH OF ABOUT 
125M 

Shock: Survival after 1.25m-drop onto a flat 

SURFACE 

TEMPERATURE : FUNCTIONAL BETWEEN - 40°C AND + 55°C 
LIFETIME: OPERATIONAL IN 6-10 YEARS 


Made By xiamen edi technologies Co., ltd. 

N0.407, PIONEERING BUILDING, 

XIAMEN PIONEERING PARK FOR OVERSEAS CHINESE SCHOLARS, 
XIAMEN 361006, PR. CHINA 

TEL: +86-592-5773981; FAX: + 86-592-5773901 

EMAIL: SALES@EDI-T.COM; WEBSITE: WWW.EDI-T.COM 


